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D E F O N T A I N E  S . A .
D E P A R T E M E N T  R O L L I X
3 ,  R u e  L o u i s  R e n a u l t  •  B . P .  3 2 9
F  •  4 4 8 0 3  S A I N T - H E R B L A I N  C e d e x
T é l .  ( 3 3 )  0 2  4 0  6 7  8 9  8 9
F a x  ( 3 3 )  0 2  4 0  6 7  8 9  0 3
E - m a i l  :  i n f o @ r o l l i x - d e f o n t a i n e . c o m
I n t e r n e t  :  w w w . r o l l i x - d e f o n t a i n e . c o m

A new range of s lewing r ings



A N  E A S Y - T O - U S E  P R O D U C T

•  h i g h  s t i f f n e s s

•  r e d u c e  t h e  n u m b e r  o f  e l e m e n t s

•  l e s s  m a c h i n i n g  r e q u i r e d

•  m o r e  c o m p a c t

•  w e i g h t  s a v i n g

•  v e r y  q u i c k  a n d  e a s y  t o  i n s t a l l

A  M O R E  A T T R A C T I V E  P R O D U C T

•  e a s y  t o  c h o i c e

•  c o m p o n e n t s  e x - s t o c k

•  q u i c k e r  a n d  e a s i e r  a s s e m b l y

•  1 5 %  t o  2 5 %  s a v i n g  c o s t s

•  c o m p e t i t i v e  p r i c e s  f o r  s m a l l  s e r i e s

•  t i m e  p r o t o t y p e  r e d u c e d

•  m a i n t e n a n c e  c o n t r a c t

R L X  C O M P A C T  i s  a v a i l a b l e  i n  f i v e  d i f f e r e n t  d i a m e t e r s .  R L X  C O M P A C T  i s  a b l e  t o  s a t i s f y  y o u r  
s p e c i f i c s  r e q u e s t s .  R L X  C O M P A C T  m a c h i n i n g  i s  s t a n d a r d  o r  g r i n d e d  f o r  h i g h  p r e c i s i o n  
a p p l i c a t i o n s .

A d v a n t a g e s
RLX COMPACT is a new preloaded s lewing r ing
with high accuracy. L ighter and more compact,
this l ine goes ahead of s tandard bearings wi th 

technical and commercial  advantages which drop i t  
high qual i ty range.

Due to the robot ics ROLLIX experience and know-how,
the crossed rol lers RLX COMPACT concept gives a high 

s t i f fness wi th a low rotat ing torque wi thout any vibrat ion.

RLX  COMPACT

RLX COMPACT has been special ly developed to answer to our customers'  needs. Designed with 
a lot  of  s t rengths and advantages due to ROLLIX long experience in crossed rol lers bearings 
product ion, RLX COMPACT is wel l  adapted and easy to use in various kinds of appl icat ions 
which require speci f ic i ty,  ef f ic iency, precis ion and qual i ty.  

A p p l i c a t i o n s

THE RLX  COMPACT LINE

The advantages of a new line, for many applications

DeKg Di Ce (h7) Ci (H7) HT He Hi Fe Ne Fi Ni OR IR OR IR

DIMENSIONS
DIMENSIONS

POIDS
WEIGHT

FIXATION
FASTENING

BATTEMENT AXIAL
AXIAL RUN-OUT

BATTEMENT RADIAL
RADIAL RUN-OUT

REFERENCES

8 8 - 0 2 4 0 - 5 0
8 8 - 0 3 5 2 - 5 0
8 8 - 0 4 5 5 - 5 0
8 8 - 0 5 5 0 - 5 0
8 8 - 0 6 5 0 - 5 0

9
2 3
3 0
3 6
4 2

2 9 6
4 2 3
5 2 6
6 2 1
7 2 1

1 8 4
2 8 1
3 8 4
4 7 9
5 7 9

2 9 7
4 2 4
5 2 7
6 2 2
7 2 2

1 8 3
2 8 0
3 8 3
4 7 8
5 7 8

3 0
4 0
4 0
4 0
4 0

3 0
4 0
4 0
4 0
4 0

2 7 5
3 9 6
5 0 0
5 9 5
6 9 5

1 2
1 8
2 4
3 0
3 6

2 0 5
3 0 8
4 1 0
5 0 5
6 0 5

1 2
1 8
2 4
3 0
3 6

0 , 0 8
0 , 0 9
0 , 0 9
0 , 1
0 , 1

0 , 0 8
0 , 0 9
0 , 0 9
0 , 1
0 , 1

0 , 0 8
0 , 0 9
0 , 0 9
0 , 1
0 , 1

0 , 0 8
0 , 0 9
0 , 0 9
0 , 1
0 , 1

3 0
4 0
4 0
4 0
4 0

8 8 - 0 2 4 0 - 0 0
8 8 - 0 3 5 2 - 0 0
8 8 - 0 4 5 5 - 0 0
8 8 - 0 5 5 0 - 0 0
8 8 - 0 6 5 0 - 0 0

9
2 3
3 0
3 6
4 2

2 9 6
4 2 3
5 2 6
6 2 1
7 2 1

1 8 4
2 8 1
3 8 4
4 7 9
5 7 9

2 9 7
4 2 4
5 2 7
6 2 2
7 2 2

1 8 3
2 8 0
3 8 3
4 7 8
5 7 8

3 0
4 0
4 0
4 0
4 0

3 0
4 0
4 0
4 0
4 0

3 0
4 0
4 0
4 0
4 0

2 7 5
3 9 6
5 0 0
5 9 5
6 9 5

1 2
1 8
2 4
3 0
3 6

2 0 5
3 0 8
4 1 0
5 0 5
6 0 5

1 2
1 8
2 4
3 0
3 6

0 , 0 2
0 , 0 3
0 , 0 3
0 , 0 4
0 , 0 4

0 , 0 2
0 , 0 3
0 , 0 3
0 , 0 4
0 , 0 4

0 , 0 2
0 , 0 3
0 , 0 3
0 , 0 4
0 , 0 4

0 , 0 2
0 , 0 3
0 , 0 3
0 , 0 4
0 , 0 4

Mounting holes are equispaced
Ne : quantity of holes on outer ring
Ni : quantity of holes on inner ring

G : 2 equispaced grease nipples 
(M10x100) on the outer ring
Material : 42 Cr Mo4
References :
88-0240-00  grinded version
Pilot diameters :
outer ring Ce quality h6
inner ring Ci quality H6
88-0240-50 standard version
Pilot diameters :
outer ring Ce quality h7
inner ring Ci quality H7
The values on capacity curves can be read 
directly without addition of any factor.
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C O U R B E S  D ' U T I L I S A T I O N
U T I L I Z A T I O N  C U R V E S

Moment de renversement
Tilting moment

Charge axiale
Axial load

RLX  COMPACT


